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Step 10: Route the silicone line 
along the wireway and secure it 
using the provided plastic push-
pin clip and zip tie. (Image 8)

Step 11: Route the two silicone 
lines down the passenger side of 
the motor. Secure the lines to the 
wire harness that is clipped to the 
valve cover. (Image 9) 

Step 12: Using an 8mm socket, 
reinstall the screw to secure the 
AC line back in place. (Image 10)

Step 13: Cover the coolant lines 
with the provided heat sheath to 
protect them from the exhaust 
manifold. Secure the lines and 
cover to the wire harness above 
the frame in the passenger front 
wheel well. Route the lines down 
along the passenger frame. 
(Image 11) Image 11
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Step 14: Assemble the coolant �lter 
block as shown in image 12. Be sure 
to use thread seal tape on any 
threads that don’t have thread seal 
compound on them. Orient the 
valve knobs down so that they can 
easily be accessed from underneath 
the vehicle. (Image 12) 

Step 15: Using a 19mm socket, 
remove the two outside nuts on the 
passenger side cross member, 
install the black mounting bracket 
and reinstall the factory nuts. Using 
a 9/16” socket, install the assembled 
coolant �lter block to the bracket 
using the supplied hardware. 
(Image 13) 

Step 16: Connect the coolant lines 
to the barbed �ttings on the �lter 
block. The supply line will go into 
the top of the block. This should be 
the line you marked earlier during 
the installation. The return line will 
go to the side of the �lter block. Cut 
any excess silicone hose to limit 
slack in the coolant lines. Using a 
regular screwdriver, secure the lines 
with the provided hose clamps. 

Step 17: Lubricate the �lter seal with a light coat of petroleum based 
lubricant. Install the �lter onto the block hand tight. Make sure the 
valves are open by pointing the handle in line with the hose connected 
to it. In image 14 the lower valve is in the closed position and the valve 
above it is in the open position. 

Step 18: Re�ll the Coolant to factory speci�cations. Check the coolant 
level after your �rst test drive and �rst couple of drives thereafter. 
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