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Step 9: Using a 13mm socket, 
remove the two mounting bolts 
that secure the stock intake bridge 
to the motor. (Circled In Image 8)

Step 10: Disconnect the pressure 
sensor plug on the stock intake 
bridge. (Image 8)

Step 11: Remove the stock intake 
bridge from the engine.  

Step 12: Using a 10mm socket, 
remove the pressure sensor from 
the stock intake bridge. (Image 8) 

Step 13: Install the pressure sensor 
to the Sinister Diesel Intake Bridge. 
(Image 9)

Step 14: Using a 12mm socket, 
remove the bolt securing the EGR 
crossover tube. (Image 10)

Step 15: Install the Sinister Diesel 
Intake Bridge and reinstall the bolt 
from the previous step hand tight. 
(Image 11)
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Step 16: Secure the intake bridge 
�ange to the motor with the 
supplied M8 allen bolts. (Image 12)

Step 17: Using a 12mm 
combination wrench, tighten the 
bolt that was installed hand tight in 
step 15. This will re-secure the 
intake bridge and the EGR crossover 
tube. 
(Image 11)

Step 18: Reconnect the wire to the 
pressure sensor on the Sinister 
Diesel Intake Bridge. The hoses can 
be secured to the new intake using 
the provided long alen bolts, 
spacers, and �at washers.  
(Image 13)

Step 19: You may have purchased 
optional intake gaskets to assure a 
proper seal after reassembly. These 
replace the gaskets that go before 
and after the heater grid. Be sure 
they are placed in the proper 
location and direction. Using a 
10mm deep socket, reinstall the 
throttle valve and heater grid. 
Note: the heater grid gasket location 
is indicated in image. (Image 14)

Step 20: Reconnect the plastic 
charge pipe by pushing on it until 
the locking ring clicks locking it in 
place. (Image 15)

Step 21: Reconnect the batteries.

Image 12

Image 13

Image 14

Image 15



 

2025 Opportunity Dr. 
Roseville CA, 95678

877-692-4110  - SinisterDiesel.com


