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Step 8: Replace the regulator 
spring on the factory plunger.
(Image 8) 

Step 9: Using a 5/32” allen 
wrench, install the Sinister Diesel 
Fuel block with the provided 
hardware. We recommend using 
some thread locker when 
installing new hardware.
(Image 9) 

Step 10: Using ¾” and 13/16” 
combination wrenches, 
reconnect the fuel return line to 
the Sinister Diesel Fuel Block. The 
adjustable fuel block is preset to 
be close to proper fuel pressure. 
(Image 10)

Step 11: Reinstall the fuel �lter 
and fuel �lter cap. Reconnect the 
batteries and turn the key to the 
on position a few times to cycle 
fuel into the system. Do not run 
the engine at this time. If block is 
adjustable set pressure 55-68 psi 
and check to make sure there 
aren’t any fuel leaks. (Image 10)

Step 12: Reconnect the driver 
side charge pipe and tighten 
both of the clamps. If you have a 
factory plastic charge pipe using 
a ratchet strap will help to seat it 
onto the intake elbow.
(Image 11) 
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Step 13: Reinstall the intake 
plumbing and �lter. Tighten the 
hose clamp to secure the intake 
tube. Be sure to reconnect the 
MAF sensor and �lter �ow 
sensor. (Image 12) 

Step 14: Reconnect the hose to 
the degas bottle. (Image 13)

Note: Next step is for the 
adjustable fuel block.

Step 15: With the engine 
running do a �nal check and 
setting of the fuel pressure. 
Pressure should be between 
55-68 psi.

Your Sinister Diesel fuel 
regulator uprgrade is now 
complete. 

Note: As an option Sinister Diesel 
o�ers a fuel �lter cap with fuel 
pressure gauge for checking fuel 
pressure periodically. (Image 14)
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