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Step 9: Clean the threads on 
the temp sensor and reapply 
new thread seal tape. 

Step 10: Install the temp sensor 
to the bottom port of the riser 
manifold. Take precaution and 
support the riser manifold with 
a wrench when tightening the 
temp sensor or coolant hose.  
Reconnect the temp sensor. 
(Image 8)

Step 11: Connect the coolant 
supply line to the top port on 
the coolant riser manifold. 
(Image 9)

Step 12: Route the Sinister 
Diesel coolant line down to the 
coolant �lter block on the 
driver’s side of the radiator. Take 
caution to keep coolant lines 
from contacting any moving or 
abrasive components. Connect 
the coolant supply line to the 
top of the coolant �lter block. 
You may cut any excess hose to 
desired length. (Image 10&11)

Note: Use zip ties to secure the 
coolant lines at your preferred 
locations. 

Image 8

Image 9

Image 10

Image 11



6

Step 10: Cut the factory degas 
bottle return line to splice in the 
coolant �lter return line. Secure 
the Tee with the supplied hose 
clamps. (Images 12)

Step 11: Feed the coolant return 
line down the driver’s side of the 
radiator and connect the line 
using the supplied hose clamp. 
Again cut any excess hose to 
desired length. (Image 13 & 14) 

Step 12: Add a thin layer of 
petroleum jelly to lubricate the 
seal of the coolant �lter. Then, �ll 
the coolant �lter with premixed 
coolant or distilled water to help 
reduce any air in the system.

Step 13: Install the coolant �lter 
onto the �lter block and make 
sure the valve handles are in line  
with the valve to the open 
position.  (Circled in image 15)

Step 14: Re�ll the engine 
coolant system to factory 
speci�cations and check for leaks 
with the engine running and also  
warmed up. 

Your Sinister Coolant Filter 
installation is now complete.  Be 
sure to check for leaks and top 
o� coolant after the �rst few 
drives, then regularly after that.  
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